{'f TEXAS
INSTRUMENTS

Data sheet acquired from Harris Semiconductor
SCHS043B — Revised July 2003

The CD4046B types are supplied in 16-lead
hermetic dual-in-line ceramic packages (F3A
suffix), 16-lead dual-in-line plastic packages (E
suffix), 16-lead small-outline packages (NSR
suffix), and 16-lead thin shrink small-outline
packages (PW and PWR suffixes).

Copyright O 2003, Texas Instruments Incorporated



CD40468B Types

RECOMMENDED OPERATING CONDITIONS at T = Full Package-Temperature Range
For maximum reliability, nominal operating conditions should be selected so that

operation is always within the following ranges:

CHARACTERISTIC LIMITS UNITS
Min. Max. 3

Supply-Voltage Range VCO Section:

As Fixed Oscillator 3 18

Phased-Lock-Loop Operation 5 18 v
Supply-Voltage Range Phase Comparator Section:

Comparators 3 18

VCO Operation 5 18

DESIGN INFORMATION

This information is a guide for approximating
the values of external components for the

The selected external components must be
within the following ranges:
5kQ2< R1, R2, Rg< 1 MQ
C1 2100 pF at VDD>3 5V;

CD40468B in a Phase-Locked-Loop system. Ct=560pFatVpp =10V
Phase
Characteristics Comparator Deiign Information
Used
VCO WITHOUT OFFSET | VCO WITH OFFSET
Ra=
o
Ty~ — — =
- 20
[~ -
VCO Frequency 1 :
Yoo2 Yoo voo/2 Vpo
VEG INPUT VOLTAGE VCO INPUT VOLTASE
$2C3-20012M
2 Same as for No.1
For No,Signal Input VCO will adjust to center frequency, f,
2 VCO will adjust 1o lowest operating frequency, fmin
2 f_ = full VCO frequency range
Frequency Lock 1
2t = fmax—Tmin
Range, 2 fL -
2 Same as for No.1
Frequency Capture g (1.2
Range, 2 f TisRS c2 1 [2nfL
c 1=R3C2 I 2ic~ ’_
= ny 71
1
ourT
Loop Filter e F ¢ Ref
Component or 2 fc, see Ref, (2)
Selection :I_:cz
92CS - 21900
2 fc=1L
Phase Angle Between ] 90° at center frequency (fg) approximating 09
Signal and Comparator and 180° ar ends of lock range (2 )
2 Atways 0° in lock .
Locks On Harmonic of -1 Yes .
Center Frequency 2 No
Signal Input 1 High
Noise Rejection 2 Low

For further information, see

{1) F. Gardner, "Phase-Lock Tecﬁniques" John Wiley and Sons, New York, 1966
(2) G. 5. Moschytz, "*Miniaturized RC Filters Using Phase-Locked Loop”, BSTJ, May, 1965,
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I supplies the averaged voltage to the VCO
input, and causes the VCO to osciilate at the
center frequency (fg).

The frequency range of input signals on
which the PLL will lock if it was initially
out of lock is defined as the frequency cap-
ture range {2f.).

The frequency range of input signals on
which the loop will stay lfocked if it was
initially in lock is defined as the frequency
lock range (2f }. The capture range is < the
lack range.

With phase comparator | the range of fre-
quencies over which the PLL can acquire
lock (capture range} is dependent on the
low-pass-fitter - characteristics, and can be
made as large as the tock range. Phase-com-
parator | enables a PLL system to remain
in fock in spite of high amounts of noise
in the input signal.

. One characteristic of this type of phase com-

parator is that it may lock onto input fre-
quencies that are close to harmonics of the
VCO center-frequency. A second charac-
teristic is that the phase angle between the
signal and the comparator input varies be-
tween 00 and 1809, and is 90° at the center
frequency. Fig. 2 shows the typical, trian-
gular, phase-to-output response characteristic
of phase-comparator I. Typical waveforms
for a CMOS phase-locked-loop employ-
ing phase comparator I in locked condition
of f4 is shown in Fig. 3.

AVERAGE OUTPUT
VOLTAGE

AVERAGE OUTPUT VOLTAGE =V

) 20* [
SIGNAL -T0 - COMPARATOR
INPUTS PHASE OIFFERENCE

92C5-20009

Fig.2 — Phase-comparator | characteristics
at iow-pass filter output.

siGnaL weut cremm @ _J L] |
YCO QUTPUT (TERM &)+

COMPARATOR INPUT N i B
(TERM 3}

PHASE WT?R I
OUTPUT (TERM. 2.

—Voo
VCO IIPUT (TERM. 9)a S r™
* LOW-PASS FILTER
QUTPUT —Vgg
S2CS-20000R1

Fig. 3—Typical waveforms for CMOS phase-locked
loop employing phase comparator in locked
condition of {,,.

Phase-comparator 1l is an edge-controlled
digital memory network. It consists of four
flip-flop stages, control gating, and a three-
state output circuit comprising p- and n-type
drivers having a common output node. When
the p-MOS or n-MOS drivers are ON they
pull the output up to' Vpp or down to
Vgg, respectively. This type of phase com-
parator acts only on the positive edges of
the signal and comparator inputs. The duty
cycles of the signal and comparator inputs
are not important since positive transitions

H
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CD4046B Types

STATIC ELECTRICAL CHARACTERISTICS

r

control the PLL system utilizing this type

of comparator.

If the signal-input fre-

auency is higher than the comparator-input
frequency, tne p-type output anver is main-
tained ON most of the time, and both the
n and p drivers OFF (3 state) the remainder

is lowar than the comparator-input frequen-
cy, the n-type output driver is maintained
ON most of the time, and both the n and

p drivers OFF (3 state) the remainder of -
If the signal- and comparator-

the time.
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, L 11U
CHARAC- CONDITIONS LIMITS AT INDICATED TEMPERATURES (°c) |N'
TERISTIC : 'T
Vo {Vin|Vop , . *2 s
v v o] —55 |—40 | 85 [+125 [Min. | Typ. | Max.
VCO Section
Output Low 0.4 05| 5 | 064 061 ] 042] 0.36] 0.51 1] -
{Sink) Current 05 . }o,10] 10 1.6 1.5 1.1 09] 1.3 26] —
IgL Min, 15 fois]1s | 4.2 a| 28| 24| 34| 68| -
Output High 46 | 05| 5 |-0e64a]-081]-042[-036f051] 1] —|ma
{Source) 26 |os5] s | 2118 13|15 —16] —3.2] —
Current, 95 101010 | -16]-15[ —1.1] -09]-13] -26] -
1oH Min. 135 {045]15 [ -42| -4 | -28]-24]-34] -68[ -
QOutput Voltage: |Term.4{ 05| & 0.05 - 0 |0.05
Low-Level, driving 0,10 ] 10 0.05 - ]. 0]0.05
Vo Max. CMOS [0,15]15 0.05 - 0[0.05]y
Output 05| 5 4.95 4,95 5] —
Voltage: eg. [0,10][10 0.95 995! 10| -
High-Level, Term.3 10,16 | 16 14.95 1495| 15| -
VOHV Min.
";W'c“""“‘ - foas|1s |204] 204 | 1] 1| = J10-5|z01ua
IN Max,
Phase Comparator Section
Total Device — 05] 5 . 0.2 - 0.1 0.2
Current,lDDMax. - 010|110 1 = 05 1 ImA
,I‘”’“-;‘g%‘”"' — [015]15 15 — [ 075] 15
erm-5=Yoo —  |o20]20 4 . = 2| a
- 05| 5 20 - 10| 20
Term. 14 = Vgg - |o,10{10 40 - 20| 40 |ua
‘_"VVDD:T‘"'“"S —_ [015]15 80 — | 40| 80
- 'DD — Jo20]20 160 — 80 [ 160
Output Low 04 |o05|5 |064]| 061 | 042] 0.36] 0.5 1| -
(Sink) Current 05 010010 | 18] 15| 1.1] 09| 1.3] 26] -
oy Min. 1.6 |0,15]16 | 4.2 a| 28| 24 34| 68| -
Output High 46 |o5| 5 |o064]-061 |-042}036}L051] -1] - |mA
(Source) 2.5 05| 5 -2 -18| -13h1as] 18] -32] -
f“"‘M"_‘ 95 [010]10 | -16] —156 | —1.1] 08| —1.3] —26 ] -
OH Min- 135 |0,15 |16 | 4.2| -4 | —2.8] 24| -34] —68] —
OC-Coupled
Signal Input and
Comparator Input
Voltage Sensitivity| 9-5:45] — [ 5 15 - |- |15
Low Lavel 1.8 | — |10 3 il 3
Vi Max. 15135] — |15 4 - | - 4iv
High Level 0545] — | 5 3.5 38] - -
Viy Min. 1,9 - |10 7 71 - -
1.5,138] - [15 1" 1] — —
of the time. if the signal-input frequency input trequencies are the same, but the’

signal input lags the comparator input in
phase, the n-type output driver is main-
tained ON for a time corresponding to the
phase difference, f the signal- and com-
parator-input frequencies are the same, but



CD40468B Types

STATIC ELECTRICAL CHARACTERISTICS . ) the comparator input lags the signal in phase,
) : the p-type output driver is maintained ON

comparator is adjusted until the signal and

: u for a time corresponding to the phase dif-
CHARAC- CONDITIONS LIMITS AT INDICATED TEMPERATURES (°C) N1 ference. Subsequently, the cap‘acutor‘voltage
TERISTIC R 1 of the low-pass filter connected to this phase
' T
]

Vb Vin |VoD ‘ +25 comparator inputs are equal in t?oth phase
(V) (v} | (v)| —55 | 40 +85 |+125 Min_l Typ. | Max. and frequency. At this stable point both p-

; - ; and n-type output drivers remain OFF and
Phase. Comparator Section {cont’d) thus the phase comparator output becomes

‘ f . an open circuit and holds the voltage on the
input Current capacitor of the low-pass filter constant.

lin Max. - 018118 | 200 ] 0.1 | 1 1] —| 1075 0.1 |uA Moreover the signal at the “phase pulses”
{except Term 14} | output'is a high level which can be used for
| 3-state Leakage ] ) .| .| indicating a locked condition. Thus, for
Current, 018 | 018|18 | 01| 201 | +02 | 02| — | x10% | 201 pA phase comparator II, no phase difference

( Max exists between signal and comparator input
ouT : over the full VCO frequency range. More-
*Limit determined by minimum feasible leakage current measurement for automatic testing. over, the power dissipation due to the low-
: : - pass filter is reduced when this type of phase

comparator is used because both the p- and

n-type output drivers are OFF for most of

the signal input cycle. It should be noted

that the PLL lock range for this type of phase

comparator is equal to the capture range,

H

ELECTRICAL CHARACTERISTICS at T A= 25°C ir_udependent of the Iom_r-passvfilter. With no
— h - TN ssgn:l present at the signal input, the VCO
CHARAG- ‘ : : is adjusted to its lowest frequency for phase @D
TERISTIC TEST CONDITIONS Vv, ALL TYPES _ |uNiTS camparator II. Fig.: 10 shows typical wave- g o
o ) DD - [ forms for 8 CMOS PLL employing phase o ‘“_.-,'
: (V) | Min.l Tyo |Max. comparator Il in a locked condition, 23
VCQ Section O d
" [V
fo=10kH = S - w >
Operatiqg Power F;) 19 H Ry T\l‘/}lﬂ - 70] 140 § 5
Dissipation, Pp | 2~ VCO = oD 10 - 800 | 1600} uw 7 8 o
. . N 2 15 - | 3000 |6000 F T AMBIENT TEMPERATURE (Ty)»25°C
of RII-I Ilﬂ VCOm'Vw/Z.IZ =®,INHIBIT = Vgg b
. €1=50 pF 5 | 03] 06| - ot po—
Maxlmum 1 . F TYPICAL CENTER FREQUENCY
Operating Rg=oo Ry=10kQ 10 | 06 12 - s LL R e
Frequency f VCOIN=VDD 15 0.8 16| = I F /t§ Y\ W]
max — MHz 2L { N ; 1
Cy =50 pF 5 | o5 o8| - RN\
. Rg=ce Ry =5k 10 - 1 14 | - g mai RIvIMB \% {vpp)*i8 v ——
. VCO|N=VDD 415 | 14] 24| — LI AN NN NN
T ] = ~3Y
Center Frequency :_5-, F n/)\\\\\gl‘g;
(f,) and Frequency © 3 ] mb \_—_’”
F:?nge i ’ Programmable with external components R1, R2, and C1 N S P SN
: - 3 Al 3 w' .o 10
max~ ‘min See Design Information e 7 veo Teana camacrTon Ch—uF  gace-30367
Fig. 4 — Typical centar frequency as a function of
VCO|N=2,5Vi0.3V, Ry=10kQ 5 - ‘!.7 — g Cland R1st Vpp =5V, 10V, and 15 V.
=5V+1V, '=100k§j§ 10 - 05| — '
Linearity =5V+25V, =400k§l] 10 — 4l -] %
=75Vv156v, =100kQ| 15 | = 05| —
=75v+5v, =1mQ | 15 - 7| - -
Temperature - ’ o.t L:;::,;:‘,;‘_":.‘:Dy,’,.::.v“
. . L
Frequency ‘ 5 - | 012 | -  Eeo
Stability: ‘ ) 10 ~ | 0,04 | - T'°‘§m ”'\!“,,,)
No Frequency | - 15 | - poots | - 2 ooy N,
o) = - : 5 w0t 245,
ffset fpy = 0 %°C 2 Fri-ima ) “’e,)
z Lk 2N
Frequency ) 5 — | +000 | - S '°’5 TN
Offset ‘ 10 - | 007 | - £ o2k AN
fMin # 0 7 15 | -~ | 003 | - g F D
Output Duty _ : ’ 3 RS
Cycle : 510,160 — |- 50 | - | % 3 APPSO ST Y .. Y
v - = y=" -3 -2 =1 ] 1
Cutput Transition ) 5 - 100 | 200 ° “ veo IT')mn«s cameciTon ([gn—,.r ,us_,o:“
Times, e 10 - 50 {100 | ns Fig. § — Center frequency as a function of C1 and
tTHL. t : 15 _ 4 R for ambient temperatures of
THL tTLH 0 8 fescta 125°C.
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ELECTRICAL CHARACTERISTICS at T = 25°C F rz-iona ABIENT TENPERATURE (Ty1+25C
o It IN® -
CHARAC- LIMITS s OE N
. TERISTIC TEST CONDITIONS Voo ALL TYPES _|uniTs i 7{3§\
(V) [ Min. | Typ. l Max. E’ F [‘[3&\&
VCO Section {(cont’d) E © : Lz. N\\ surﬂ:o vouace
Source-Follower ; m!?“.??‘:':“ 'um& ov
Output {Demodu- 5 - 1.8 | 25 » [ T TO- UMT VARATION ™ sy |
lated Output): RS > 10 kQ 10 - 18 |25]v §TE ooy tumuw oy
Offset Voltage 5 [ - | 18|28 Teb [EaE 5V
IVCOIN—VDEM , f, Ce ] £5%
s - =y 7 o]
Rg=100 k{2 | VCO|N =2.5¢0.3V 5 - 03 | - ° " veo Triwe cf:ncuron'(:cn—,.r |m,_,;“
Linearity =300k$2 =525V 10 - 0.7 - % Fig. 6 — Typical frequency offsat as a function of
=500 k) =75¢5V 15 _ 09 - C? and R2 for VDDSSV' 10V, and
- 15v. .
Zener Diode
Voltage (Vz) 1z=50uA 445 55 @15 |V E ne-10ha ¥ VOLTAGE (Vpg?+10 V]
r VCOpy*Vgs INHIBIT =¥gg
Zener Dynamic ot —
Resistance, R, Iz=1mA - 40| - | Q 2 ar ml "”t*,
1
Phase Comparator Section 3 oL rk\\m %’4
E F [Re«1ma \ \ %,
Term. 14 {SIGNAL 5 1 2| - E wk 2+100 w2 S .
IN) Input 10 [o02] 04| - |ma i N AN
Resistance R4 15 0.1 02| - g o &W‘
o o -
AC Coupled E |o; : \‘*,%
Signal fnput ) 5 - | 1801 360 F
Voltage Sensi- f_l N~ 100 kHe, 10 - 330 | 660 | mv 0wt o4  10* ot ! ' ©
tivit * ; sine wave ] VCO TIMING CAPACITOR (C1I} — uF
Y (peak 15 — 000 11800 9205 30852
to-peak) Fig. 7 — Frequency offset as a function of
CT1 and A2 for ambient temper-
Propagation Delay atures of —55 Cto 125 C.
Times, Terms. 14 s - 225 | 450
to': High to e R e ed e veom v o v
Low Level, tpHL 15 - 65 130 e ’:::WHEN Voomlt“'sg
2
Low to High 13 - ?gg ;gg o
— a9
Level, tp 15 100 | 200 ns 3 L TvpicaL tyaxtum
— ‘,‘ UNIT - TO - UNIT VARIATION
3-State Propagation 3 4 \{3? '"”fs:""
Delay Times, 5 - 225 | 450 o-—I>s 72 o
Terms. 30 13: 10 | - | 100 | 200 |ns a2 o
High Level to 15 ~ 95 | 190 L
High impedance, T — o
‘[PHZ o0 H 4 ‘.O.l 2 0“5' ‘sl‘ : "'O 2 4 ‘.IOO
T X 14' 1 . R2/RI 92¢3 - 50354
La(r)'\,fnvsLevel‘:o 3 5 - 285 | 570 Fig. 8 — Typical fygax/fpp 38 @ function of
High Impedance, 10 - 130 | 260 | ns R2/RI.
t ) _ .
PLZ 15 95 190 AMBIENT TEMPERATURE (7,)425°C
lnput Rise or Fall 5 3 :;.c.:':.f%\};: ":L'.",o,p
Times, 1, 1 See Fig. 5 for Phase Comp. 11 10 - - 50 Jénﬂ =
Comperator output loading 15 - - 1 {us < N §
Input, Term. 3 - - 0.3 E.QA _ "‘“’u,,;.,,v
. 5 — - 500 a [ €150 oF
Signal Input, g \ ‘0 I aF
Term. 14 10 B B 20 us g @ [~ \\L_ 50 4F
5 |- |- |25 O, |
— 5 | - 1100 |200 s ol T~ ..
Output Transition 10 _ 50 |100 |ns =TF 1 af
Times, t ,t |
THL-'TLH 15 - 40 80 0 TR—— L deeod 1y
* For sine wave, the frequency must be greater than 10 kHz for Phase Comparator §l. 10 D " R B LV
Rl — &0 SPCR- MOZ4A
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Fig. 9 — Typical VCO power dissipation at center
frequency as a function of R 1.
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!-— b —-I-‘ o A.'-_ X~
sionaL et (term i | 2 . w1
VCO QUTPUT (TERM &)= Vob
COMPARATOR INPUT _I '—a—l lﬂ-—-l
{TERM 3}

PHASE COMPARATOR DI B 2K0.
OUTPUT (TERM.13] R —= 00 EHasE aron 732048
W
s oUTPUT
¥CO INPUT (TERW, 9)= — .z —f——_ 'D0 '
= LOW-PASS FILTER “Vsg
DUTPUTY . »n
PHASE PULSE {TERM. } ||} - I B ;“D Vag
- ~vss .- 92C8-30385

NOTE: DASHED LINE 1S AN OPEN-CIRCUST
CONDITION (39 5TATE)

Fig. 10 - Typical waveforms for COS/MOS phase-locked loop
employing phase comparator 11 in locked condition.

AMBIENT TEMPERATURE (T4} »28°C a[ AMBIENT TEMPERATURE (T} +25°C Voo
VCO,y =Vpp/2, RI=R2: ® &1 pHASE PARATOR IT
- 2k0

¢ F 2080

92CS20011R2

Fig. 11 — Phase comparator 11
output loading circuit,

»

n

i
2 H
[ |
z S0 . 13
o 'Pp,
E ch; g_ Oer 52 zrag  Your
i \ 1ty Sw  of Bl
5 [—0) o5, ot 2., v
3 Wk ~ZY] = (A SN 88
E | ; o Y s et QUTPUT CIRCUIT
§ —~—__ : L4 S8 F
) < 6F
; ldz: —) é& o 0V
F 3y oo 2} : g
B \ g2 _~Tav
€ wof 38 ir .
E Go,
] oo L
o - o
=3 | - 2r
8 ! L i il L AL ) I L Ll 0 I 111 1 1L 1 i 113 L 1 L. i
LI PR I L e e, | § 488 7 ads .z aas gt ae
R —xf 92¢8-30381 SIGNAL INPUT FREQUENCY {fy) —kHz  $203-30350

Fi Fig. 14 — AC-coupled signal input voitage as a

function of signal input frequency.

ig. 13 — Typical source follower power
dissipation as a function of Rs.

0 20 30 40 50 60 70 B0 88
IR

961104
‘ f (2.438-2.642)
| [ . . )

|<_. 4 - |0
(0.102-0.254)

85-93
(2.159-2.362

92CM-36467
Dimensions and pad layout for CD40468H.

Dimensions in parentheses are in miliimeters and

are derived from the basic inch dimensions as in-
dicated. Grid graduations are in mits {10—3 inch).
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VOOjNVgg  Cp+50pF

- | AMBIENT T“PERATUGE { T‘l-25':J

E ] -
5 .
1-10% — —
2 k URey Yo,
Z 3
F .
: B \ \_Voolqs ,
5 E \ C1v50 pF
> | uF
3 \ 0y, »
-3 $0 pF
x IO‘: T~ ' uF
w
2 [ 3
o Y 50 pF
2
g 102 | uF
> »
0 M Loy 1 L FUEES Tt
¢ 68 7 4 68 Z e 68
10 10t 10® 1
2 hd 92C8-30849

Fig. 12 — Typical VCO power dissipation at fygp;
as a function of R2. _

_AMBIENT TEMPERATURE (Ty}+25°C
Vpp* 10V, VCO S V21 V,R2+ 0

s L
T
H

8l
el
€150 pF
z 100 pF /
1000 pF

LINEARITY ~— PERCENT
2
1

COMMERCIAL CMOS
HIGH VOLTAGE ICs

9 LG .
e <=
4l ""--.__
t'o-#{5V)
of wumErRITY -2 x 100 0.01 4
(]
07! vl gl
T2 468 2 468 _ 2 468 .2z 4 68
107! [ L] 102 03
RI— k@ . 92C5-20343

Fig. 15 — Typical VCO linearity 8s a function of
Rland Clat Vpp =10 V.

AMBIENT TEMPERATURE {T51=28°C
Vpp*!8 V,VCO = T.5215 V,R2+w

XX

LINEAR{TY — PERCENT
»
T

2k €1=50 oF y pF o.lgF)

S0 Bt W) N

o

Fo—H7T5 V) \ 1000 pF

% LINEARITY® —‘?——f, %100 0.0 uF

T 0 01 pF
(] I1IIlJ]Il|IJIJILI
2 4 &8 zZ 4 68 2 4 88 2 4 88

1071 ] I] 102 103

RI—hi 92CS- 30344

Fig. 16 — Typical VCO linearity as a function of
Rland CtatVpp =15 V.



R Texas PACKAGE OPTION ADDENDUM

INSTRUMENTS
www.ti.com 28-Feb-2005

PACKAGING INFORMATION

Orderable Device status @  Package Package Pins Package Eco Plan ® Lead/Ball Finish MSL Peak Temp ©
Type Drawing Qty
5962-9466401MEA ACTIVE CDIP J 16 1 None Call TI Level-NC-NC-NC
CD4046BE ACTIVE PDIP N 16 25 Pb-Free CU NIPDAU Level-NC-NC-NC
(ROHS)

CD4046BF ACTIVE CDIP J 16 1 None Call Tl Level-NC-NC-NC
CD4046BF3A ACTIVE CDIP J 16 1 None Call Tl Level-NC-NC-NC
CD4046BNSR ACTIVE SO NS 16 2000 Pb-Free CU NIPDAU  Level-2-260C-1 YEAR

(RoHS) Level-1-235C-UNLIM
CD4046BPW ACTIVE TSSOP PW 16 90 Pb-Free CU NIPDAU  Level-1-250C-UNLIM
(RoHS)
CD4046BPWR ACTIVE TSSOP PW 16 2000 Pb-Free CU NIPDAU  Level-1-250C-UNLIM
(ROHS)

@ The marketing status values are defined as follows:

ACTIVE: Product device recommended for new designs.

LIFEBUY: Tl has announced that the device will be discontinued, and a lifetime-buy period is in effect.

NRND: Not recommended for new designs. Device is in production to support existing customers, but Tl does not recommend using this part in
a new design.

PREVIEW: Device has been announced but is not in production. Samples may or may not be available.

OBSOLETE: Tl has discontinued the production of the device.

@ Eco Plan - May not be currently available - please check http://www.ti.com/productcontent for the latest availability information and additional
product content details.

None: Not yet available Lead (Pb-Free).

Pb-Free (RoHS): TlI's terms "Lead-Free" or "Pb-Free" mean semiconductor products that are compatible with the current RoHS requirements
for all 6 substances, including the requirement that lead not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered
at high temperatures, Tl Pb-Free products are suitable for use in specified lead-free processes.

Green (RoHS & no Sb/Br): Tl defines "Green" to mean "Pb-Free" and in addition, uses package materials that do not contain halogens,
including bromine (Br) or antimony (Sb) above 0.1% of total product weight.

® MSL, Peak Temp. -- The Moisture Sensitivity Level rating according to the JEDECindustry standard classifications, and peak solder
temperature.

Important Information and Disclaimer:The information provided on this page represents TI's knowledge and belief as of the date that it is
provided. Tl bases its knowledge and belief on information provided by third parties, and makes no representation or warranty as to the
accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take
reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on
incoming materials and chemicals. Tl and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited
information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by TI
to Customer on an annual basis.

Addendum-Page 1
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J (R—GDIP—Txx) CERAMIC DUAL IN—LINE PACKAGE
14 LEADS SHOWN

PINS *x

ol 14 16 18 20
B 0.300 0.300 0.300 0.300
762) | (762 | (7.62) | (7.62)

14 8 BSC BSC BSC BSC
alaiaialaialia B MAX 0.785 | .840 | 0.960 | 1.060
T (19,94) | (21,34) | (24,38) | (26,92)

D C B MIN — | — | — | —
l C A 0.300 | 0.300 | 0.310 | 0.300
VIVAVAVIVEVEY (7,62) | (7,62) | (7.87) | (7,62)
1J L 7 0.245 | 0.245 | 0220 | 0.245

0.065 (1,65) C MN : : : :
0015 (174 (6,22) | (6,22) | (559) | (6,22)

0.060 (1,52
—» |e— 0.005 (0,13) MIN Wﬁ% |<— —»‘

— 0.200 (5,08) MAX
— —Y ¢ Seating Plane

* 0.130 (3,30) MIN

J L7 026 (0,66)
0.014 (o 36) 015"
[0.100 (2,54)] 0.014 (0,36)

0.008 (0,20)

4040083 /F 03/03

NOTES:  A. All linear dimensions are in inches (millimeters).

B. This drawing is subject to change without notice.

C. This package is hermetically sealed with a ceramic lid using glass frit.
D

E

Index point is provided on cap for terminal identification only on press ceramic glass frit seal only.
Falls within MIL STD 1835 GDIP1-T14, GDIP1-T16, GDIP1-T18 and GDIP1-T20.



MECHANICAL DATA

N (R—PDIP—T**) PLASTIC DUAL—IN—LINE PACKAGE
16 PINS SHOWN
< A oM PINS ™1 44 16 18 20
16 9
- AWK | (e | (1969) | (2557 | (26.92)
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w J L 8
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0085 (114 O
0.045 (1,14) .
—» rom(om Yo 0.020 (0,51) MIN % —
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4+ v L Seating Plane
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)

U 14/18 Pin Only "

= 20 Pin vendor option

4040049/€ 12/2002

NOTES:  A. All linear dimensions are in inches (millimeters).
B. This drawing is subject to change without notice.

@ Falls within JEDEC MS—001, except 18 and 20 pin minimum body length (Dim A).
@ The 20 pin end lead shoulder width is a vendor option, either half or full width.
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MECHANICAL DATA

NS (R-PDSO-G**) PLASTIC SMALL-OUTLINE PACKAGE
14-PINS SHOWN

i I s
1A RAAAT

0,15 NOM

|
r
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O
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A
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— 2,00 MAX ©lo0.10

PINS
DIM

A MAX

A MIN

4040062,/C 03,03

NOTES:  A. Al linear dimensions are in millimeters.
B. This drawing is subject to change without notice.
C. Body dimensions do not include mold flash or protrusion, not to exceed 0,15.




MECHANICAL DATA

MTSS001C — JANUARY 1995 — REVISED FEBRUARY 1999

PW (R-PDSO-G**)
14 PINS SHOWN

PLASTIC SMALL-OUTLINE PACKAGE

14 8

HHAHAA] T

4, )
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o
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e

HlHHHHHHY_J
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!
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— 120 MAX o [=]010 |
0,05
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DIM
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A MIN 2,90 4,90 4,90 6,40 7,70 9,60

4040064/F 01/97

NOTES: A.

OOw

All linear dimensions are in millimeters.

This drawing is subject to change without notice.
Body dimensions do not include mold flash or protrusion not to exceed 0,15.

Falls within JEDEC MO-153
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IMPORTANT NOTICE

Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications,
enhancements, improvements, and other changes to its products and services at any time and to discontinue
any product or service without notice. Customers should obtain the latest relevant information before placing
orders and should verify that such information is current and complete. All products are sold subject to TI's terms
and conditions of sale supplied at the time of order acknowledgment.

Tl warrants performance of its hardware products to the specifications applicable at the time of sale in
accordance with TI's standard warranty. Testing and other quality control techniques are used to the extent Tl
deems necessary to support this warranty. Except where mandated by government requirements, testing of all
parameters of each product is not necessarily performed.

TI assumes no liability for applications assistance or customer product design. Customers are responsible for
their products and applications using TI components. To minimize the risks associated with customer products
and applications, customers should provide adequate design and operating safeguards.

TI does not warrant or represent that any license, either express or implied, is granted under any Tl patent right,
copyright, mask work right, or other Tl intellectual property right relating to any combination, machine, or process
in which TI products or services are used. Information published by Tl regarding third-party products or services
does not constitute a license from Tl to use such products or services or a warranty or endorsement thereof.
Use of such information may require a license from a third party under the patents or other intellectual property
of the third party, or a license from Tl under the patents or other intellectual property of TI.

Reproduction of information in Tl data books or data sheets is permissible only if reproduction is without
alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction
of this information with alteration is an unfair and deceptive business practice. Tl is not responsible or liable for
such altered documentation.

Resale of Tl products or services with statements different from or beyond the parameters stated by TI for that
product or service voids all express and any implied warranties for the associated TI product or service and
is an unfair and deceptive business practice. Tl is not responsible or liable for any such statements.

Following are URLs where you can obtain information on other Texas Instruments products and application
solutions:

Products Applications

Amplifiers amplifier.ti.com Audio www.ti.com/audio

Data Converters dataconverter.ti.com Automotive www.ti.com/automotive

DSP dsp.ti.com Broadband www.ti.com/broadband

Interface interface.ti.com Digital Control www.ti.com/digitalcontrol

Logic logic.ti.com Military www.ti.com/military

Power Mgmt power.ti.com Optical Networking www.ti.com/opticalnetwork

Microcontrollers microcontroller.ti.com Security www.ti.com/security
Telephony www.ti.com/telephony
Video & Imaging www.ti.com/video
Wireless www.ti.com/wireless

Mailing Address: Texas Instruments
Post Office Box 655303 Dallas, Texas 75265

Copyright © 2005, Texas Instruments Incorporated
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